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DIMENSIONI D’INGOMBRO - OVERALL DIMENSIONS
MK- MKS Series: MK 40 - MK 45 - MK 50 - MKS 40 - MKS 45 - MKS 50
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MK-MKS Series: MK 55 - MK 60 - MK 65 - MKS 55 - MKS 60 - MKS 65
746.3
481.3 265 841
100 381.3 203.5 565.5
25
n — n % F ——ay
(U]
5} 90 | > o '§§ W s6ves... i Jim )
s =] — | (.
aé % LS-E‘! H 3 S _,—§ n "
) —— S| 4w - ’ <, ~
i _@ Q| NET y : G122y, ! ~
n o | P
S o[l l24 KA} 150 g
= N4 FORI @165 | 235 o
S _ 415 165 275 = =
< = ' = 440
3
z

KIT DI CONNESSIONE - CONNECTION KIT - MK 55-MK B0 -MK 65 - MKS 55 - MKS 60 - MKS 65

KIT1150  OUTLET G1"1/4

KIT 1151 OUTLET G1"1/4-G1"1/2

KIT 1152 OUTLET G1"1/4-G1"1/4
KIT 1201 INLET
KIT 1202 INLET G3”

KIT 1203 INLET 0D.@90mmE
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